
IPE Deck Tiles

Made from an exotic hardwood

Virtually indestructible and naturally resistant to rot & decay

Very durable, a 25 year service 

A great way to add style and value to your project 

Cost effective, durable and easy to install & rearrange

Low maintenance - just brush or wash with water to clean

A beautiful silvery gray when left to age naturally

Assembled with stainless steel screws 

Classified Class “A” fire rating (US), the same as concrete

The best wood product for exterior use!
Ideal for condo or apartment balconies, roof decks, walkways, landscaping features, or on 
existing wood decks or cement patios.

30mm x 500mm x 500mm

Specifications:

Slat design Straight
Slat width 2.625" boards, non-slip grooved
Avg. weight (per tile)* 12.5 lbs.
Length 19.685" (50 cm)
Width 19.685" (50 cm)
Height 1.18" (3 cm)
Surface area 2.7 sq.ft.
Finish Unfinished
*Wood is a natural product and individual tile weights will vary slightly

Installation:

IPE Tiles are ideal for use in the following applications:
•Over existing concrete condo and apartment balconies
•On existing wood decks or cement patios
•Roof decks –¦{ Ŏƭŀǎǎ ά!έ ŦƛǊŜ ǊŀǘƛƴƎ
•Walk ways
•Landscaping features
•Vacation property upgrades and landscaping

Installation for permanent or temporary wood surfaces is easy 
using Ipe Clips®.

For pricing call toll free 1-800-667-2275, locally (250) 656-0848, or email info@westwindhardwood.com
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Tel: 1-800-667-2275 | Email: info@westwindhardwood.com | Web: www.westwindhardwood.com 


